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R979S

Spider et Spider Slim,
système à faible hauteur 
d'encombrement

Datasheet 
FR  09/2019

 VIDEO
Point the QR-Code with your smartphone or tablet
to view the video tutorial of SPIDER panels
R979SY001, R979SY011 and R979SY021

 VIDEO
Point the QR-Code with your smartphone or tablet
to view the video tutorial of SPIDER SLIM panels
R979SY005 and R979SY025

R979SY011
SPIDER

R979SY021
SPIDER

R979SY025
SPIDER SLIM

R979SY001
SPIDER

R979SY005
SPIDER SLIM

La structure portante Spider R979S est fabriquée en polypropylène chargé et est développée pour systèmes de chauffage 
et de rafraîchissement par le sol à faible hauteur d'encombrement dans la rénovation et la nouvelle construction.

La géométrie brevetée à grille tridimensionnelle permet de retenir fermement le tuyau durant la pose et de le noyer 
totalement dans la chape, garantissant une distribution uniforme de l'énergie avec une faible inertie thermique dans le 
système. La structure ouverte permet l'utilisation d'une chape traditionnelle en sable et ciment (nouvelle construction) et 
l'utilisation d'une chape liquide ou autonivelante (rénovation).

Les plots sont équipés de 4 éléments de blocage qui permettent de poser les tuyaux sans utilisation de clips 
supplémentaires, mêmes dans les courbes. En plus, les plots protègent les tuyaux pendant le montage du système sol et 
la pose de la chape. Les emboîtements latéraux du panneau garantissent un ancrage rigide entre les panneaux.
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SERIES CODE PRODUIT VERSION HAUTEUR [mm] APPLICATION

R979S
SPIDER

R979SY001 Adhésif 22 Rénovations et applications 
d'épaisseur réduite

R979SY011 Avec clips 22 + 13 clips A combiner avec 
l'isolation existante

R979SY021 Avec isolation haute densité 22 + 6 isolation Rénovations et applications 
d'épaisseur réduite

R979S
SPIDER SLIM

R979SY005 Adhésif 15 Rénovations et applications 
d'épaisseur réduite

R979SY025 Avec isolation haute densité 15 + 6 isolation Rénovations et applications 
d'épaisseur réduite

 Versions et codes

Codes complémentaires
• R983Y040: clips plastique Ø 6x25 mm, pour la fixation des panneaux R979SY001, R979SY005, 

R979SY021, R979SY025.

• R983Y041: clips plastique Ø 6x60 mm, pour la fixation des tubes.

 Données techniques

• Diamètre de tube pouvant être utilisé: Ø 16÷18 mm pour R979SY001, R979SY011, R979SY021
Ø 12 mm pour R979SY005, R979SY025

• Pas de pose des tuyaux: multiples de 50 mm
• Indice de fluidité: 8 g / 10 ’
• Densité à 23 ° C: 1,1 g / cm3
• Conductivité thermique λ (uniquement pour R979SY021 et R979SY025): 0,032 W / (m K)
• Module Flexure: 1200 MPa
• Résistance aux chocs Izod à 23 ° C: 6 kJ / m2
• température de ramollissement Vicat:> 50 ° C
• Dimensions: 800x600 mm pour R979SY001, R979SY011, R979SY021

1200x600 mm pour R979SY005, R979SY025

Conditions de stockage
• Les panneaux ne doivent pas être exposés à la lumière directe du soleil
• Les panneaux doivent être stockés dans un endroit sec et abrité à des températures supérieures à 5 ° C  
mais inférieures à 50 ° C.
• Les panneaux ne doivent pas entrer en contact avec des agents chimiques
• Éloignez les panneaux des flammes nues et des sources de chaleur

  WARNING. Stocker dans un endroit couvert, ne pas exposer à la lumière directe du soleil même après l'installation, jusqu'à la pose de la chape.
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 Installation

 WARNING. Do not proceed with the installation of the product if the working environment temperature is lower than -5 °C.

1) Nettoyer le sol et vérifier la planéité.

2) Poser le fim pare-vapeur (si nécessaire) et l'isolation
pour plinthe.

3) Poser le panneau R979S:

a. pour les panneaux du type R979SY001 avec colle
sur la face inférieure, retirer la feuille de protection,
emboîter les panneaux en utilisant les crochets
latéraux et coller les panneaux sur le support
existant.

b. pour les panneaux du type R979SY011 avec clips sur 
la face inférieure, emboîter les panneaux en utilisant les 
crochets latéraux et emboîter les panneaux à la couche 
d'isolation existante.

c. pour les panneaux du type R979SY021 et R979SY025 
avec 6 mm d'isolation sur la face inférieure, emboîter les 
panneaux en utilisant les crochets latéraux et poser les 
panneaux sur le support existant.

4) Poser les tuyaux avec le pas de pose juste.

5) Effectuer l'essai de pression.

6)  Avec l'installation sous pression, couler la chape 
traditionnelle en sable et ciment (nouvelles 
constructions) ou la chape liquide ou autonivelante 
(rénovations). Consulter les manuels techniques pour la 
hauteur juste de la chape*.

 * REMARQUES.
En cas de chape autonivelante, observer les consignes du fournisseur.

En cas de chape traditionelle en sable et ciment sur isolation existante,

la charge distribuée doit être ≤ 2 kN/m2 et la compressibilité

7) Poser la couche de finition.
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 Components and dimensions

PRODUCT CODE PANEL TOTAL HEIGHT
“A” [mm]

INSULATION HEIGHT 
[mm]

SCREED MINIMUM
HEIGHT “B” [mm]

MINIMUM HEIGHT “A+B”
EXCLUDED SURFACE FINISH “C” [mm]

R979SY001 22 -
25 (self-leveling)

35 (anhydrite-based)
40 (sand+concrete)

25 (self-leveling)
35 (anhydrite-based)
40 (sand+concrete)

R979SY011 22 + pins Si* 35 (anhydrite-based)
40 (sand+concrete)

35+Si (anhydrite-based)
40+Si (sand+concrete)

R979SY021 28 (insulation included) 6
30 (self-leveling)

35 (anhydrite-based)
40 (sand+concrete)

36 (self-leveling)
41 (anhydrite-based)
46 (sand+concrete)

R979SY005 15 -
20 (self-leveling)

35 (anhydrite-based)
40 (sand+concrete)

20 (self-leveling)
35 (anhydrite-based)
40 (sand+concrete)

R979SY025 21 (insulation included) 6
22 (self-leveling)

35 (anhydrite-based)
40 (sand+concrete)

28 (self-leveling)
41 (anhydrite-based)
46 (sand+concrete) 

* S
i
 = insulation thickness, not included with R979S

A
B

C

 Reference Standards

• UNI EN 1264  Underfloor heating
• Legislative Decree 192/2005 e 311/2006  Energy savings
• ISO 1183, ISO 178, ISO180, ISO 306  Plastic materials
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 Product specifications

R979SY001
Three-dimensional moulded net in loaded polypropylene for fixing pipes in underfloor heating systems. The lower panel 
surface is self-adhesive, so it can be glued to the foundations or existing floor. Limited height (22 mm), making it ideal for 
renovations or in reduced thickness applications. The patented geometry allows the pipe to be held firmly in place during 
the laying operations, and to be completely embedded in the screed to guarantee even temperature distribution with a 
low degree of thermal inertia. The perforated protuberances allow the panel to be used with both self-levelling screed and 
screed made up of sand and cement. Excellent footfall resistance. Dimensions 800x600x22 mm. Pipes from Ø 16 to Ø 18 mm. 
Pipe laying pitch: multiples of 50 mm.

R979SY005
Three-dimensional moulded net in loaded polypropylene for fixing pipes in underfloor heating systems. The lower panel 
surface is self-adhesive, so it can be glued to the foundations or existing floor. Limited height (15 mm), making it ideal for 
renovations or in reduced thickness applications. The patented geometry allows the pipe to be held firmly in place during 
the laying operations, and to be completely embedded in the screed to guarantee even temperature distribution with a 
low degree of thermal inertia. The perforated protuberances allow the panel to be used with both self-levelling screed and 
screed made up of sand and cement. Excellent footfall resistance. Dimensions 1200x600x22 mm. Pipes from Ø 12 mm. Pipe 
laying pitch: multiples of 50 mm.

R979SY011
Three-dimensional moulded net in loaded polypropylene for fixing pipes in underfloor heating systems. With 13 mm pins on 
the lower surface of the panel, for anchoring it to a layer of insulation. Limited height (22 mm), making it ideal for renovations 
or in reduced thickness applications. The patented geometry allows the pipe to be held firmly in place during the laying 
operations, and to be completely embedded in the screed to guarantee even temperature distribution with a low degree of 
thermal inertia. The perforated protuberances allow the panel to be used with both self-levelling screed and screed made 
up of sand and cement. Excellent footfall resistance. Dimensions 800x600x(22+13) mm. Pipes from Ø 16 to Ø 18 mm. Pipe 
laying pitch: multiples of 50 mm.

R979SY021
Three-dimensional moulded net in loaded polypropylene for fixing pipes in underfloor heating systems. Combined with 
a 6 mm high-density insulating panel. Limited height (22+6 mm), making it ideal for renovations or in reduced thickness 
applications. The patented geometry allows the pipe to be held firmly in place during the laying operations, and to be 
completely embedded in the screed to guarantee even temperature distribution with a low degree of thermal inertia. The 
perforated protuberances allow the panel to be used with both self-levelling screed and screed made up of sand and cement. 
Excellent footfall resistance. Dimensions 800x600x(22+6) mm. Pipes from Ø 16 to Ø 18 mm. Pipe laying pitch: multiples of 50 
mm. Thermal conductivity λ: 0,032 W/(m K).

R979SY025
Three-dimensional moulded net in loaded polypropylene for fixing pipes in underfloor heating systems. Combined with 
a 6 mm high-density insulating panel. Limited height (15+6 mm), making it ideal for renovations or in reduced thickness 
applications. The patented geometry allows the pipe to be held firmly in place during the laying operations, and to be 
completely embedded in the screed to guarantee even temperature distribution with a low degree of thermal inertia. The 
perforated protuberances allow the panel to be used with both self-levelling screed and screed made up of sand and 
cement. Excellent footfall resistance. Dimensions 1200x600x(15+6) mm. Pipes from Ø 12 mm. Pipe laying pitch: multiples of 
50 mm. Thermal conductivity λ: 0,032 W/(m K).

 Package Disposal. Carton boxes: paper recycling. Plastic bags and bubble wrap: plastic 

recycling.

 Product Disposal. Do not dispose of product as municipal waste at the end of its life cycle. 

Dispose of product at a special recycling platform managed by local authorities or at retailers 

providing this type of service.

 Safety Warning. Installation, commissioning and periodical maintenance of the product

must be carried out by qualified operators in compliance with national regulations and/or local 

standards. A qualified installer must take all required measures, including use of Individual 

Protection Devices, for his and others’ safety. An improper installation may damage people,

animals or objects towards which Giacomini S.p.A. may not be held liable.

 Additional information. For more information, go to giacomini.com or contact our technical 

assistance service. This document provides only general indications. Giacomini S.p.A. may change 

at any time, without notice and for technical or commercial reasons, the items included herewith. 

The information included in this technical sheet do not exempt the user from strictly complying 

with the rules and good practice standards in force.




